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KD Performance Home Inspection 
3809 Miramar Dr 
Denton, TX 76210 
888-297-7959   

 

PROPERTY INSPECTION REPORT 
 

 
 
Prepared For: Peggy The Client 

 (Name of Client) 

 
Concerning: 3213 The House Address, Corinth, TX 

 (Address or Other Identification of Inspected Property) 

 
By: Donnie W. Nolte TREC #8931 5/30/2008 

 (Name and License Number of Inspector)  

 
(Date) 

  

 (Name, License Number and Signature of Sponsoring Inspector, if required) 

 

 
The inspection of the property listed above must be performed in compliance with the rules of the Texas 
Real Estate Commission (TREC).  
The inspection is of conditions which are present and visible at the time of the inspection, and all of the 
equipment is operated in normal modes. The inspector must indicate which items are in need of repair or are 
not functioning and will report on all applicable items required by TREC rules.  
This report is intended to provide you with information concerning the condition of the property at the time of 
inspection. Please read the report carefully. If any item is unclear, you should request the inspector to 
provide clarification.  
It is recommended that you obtain as much history as is available concerning this property. This historical 
information may include copies of any seller's disclosures, previous inspection or engineering reports, 
reports performed for or by relocation companies, municipal inspection departments, lenders, insurers, and 
appraisers. You should attempt to determine whether repairs, renovation, remodeling, additions or other 
such activities have taken place at this property.  
Property conditions change with time and use. Since this report is provided for the specific benefit of the 
client(s), secondary readers of this information should hire a licensed inspector to perform an inspection to 
meet their specific needs and to obtain current information concerning this property. 

 

ADDITIONAL INFORMATION PROVIDED BY INSPECTOR 
Approximate Age of House:  23 years old Building Style: 1-Story  
General Appearance: Good   Front of House Faces: East State of Occupancy: Occupied  
Weather Condition: Clear   Ground Cover: Dry  Temperature:  86° 
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Additional pages may be attached to this report. Read them very carefully. This report may not be complete without the 
attachments. If an item is present in the property but is not inspected, the "NI" column will be checked and an explanation 
is necessary. Comments may be provided by the inspector whether or not an item is deemed in need of repair. 
 
I=Inspected  NI=Not Inspected  NP=Not Present R=Not Functioning or In Need of Repair 
 

I NI NP R Inspection Item 

 

I. STRUCTURAL SYSTEMS 

 X Ã Ã Ã A. Foundations (If all crawl space areas are not inspected, provide an explanation.) 

Type of foundation: Slab-on grade 

Method of inspection: Visual inspection of exterior 

Comments (An opinion on performance is mandatory.):   

The foundation is performing as intended.  No significant problems were 
observed.  

 X Ã Ã X B. Grading & Drainage 

Comments:   

¶ High soil observed on north side. 

¶  Gutter extensions needed at various locations to direct water away from the 
foundation.  

¶ Shrubberies need to be trimmed back away from house; retains moisture 
and breeding grounds for insects.  

      Gutter extension improvements Gutter extension improvements   High soil area  

 X Ã Ã X C. Roof Covering (If the roof is inaccessible, report the method used to inspect.) 

Type of roof covering: Asphalt composition shingle 

Method of inspection: Walked on roof 

Comments:  The roof covering, visible flashing and plumbing vents appear in 
satisfactory condition on the day of the inspection. 

¶ Damaged gutters at the east slope should be repaired or replaced as 
necessary to avoid spilling roof runoff around the building ï a potential 
source of water entry or water damage.   

 X Ã Ã X D. Roof Structure & Attic (If the attic is inaccessible, report the method used to 

inspect.) 

Method of inspection: Entered attic and performed a visual inspection 

Approximate depth of insulation: 6 inches 
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Comments:  The attic access is through a pull downstairs in the garage; there is no 
flooring (some boards) for access to HVAC unit. The roof is a hip style roof with 
wooden truss and the ventilation appears adequate. 

¶ The roof sheathing is stained around the dryer vent pipe; should be 
monitored. 

 

        Stained roof sheathing   

 X Ã Ã X E. Walls (Interior & Exterior) 

Comments:   

¶ Trim shrubberies back from rubbing on the exterior wall. 

¶ Recommend caulking and painting around windows, doors and when two 
different materials meet. 

¶ The eave at the front where AC drain pipe is dipping; water logged. 

¶ Exposed framing or 2x6 used for filling in for missing brick. 

¶ Typical minor cracking was observed on the exterior walls of the house 
along the north side of the house.  This implies that some structural 
movement of the building has occurred, as is typical of most houses. 

 
 

Eaves water logged    Type crack    Exposed stud  

 X Ã Ã X F. Ceilings & Floors 

Comments:   

¶ Water damage was noted in the main bathroom; repairs undertaken to 
prevent further damage to the structure. 

¶ Moisture detected (30%) was noted in the main bathroom.  The cause for 
the staining should be determined and repairs undertaken, if necessary, 
to prevent structural damage. 
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¶ Moistens detected (26%) was noted in the north east bedroom.  The 
cause for the staining should be determined and repairs undertaken, if 
necessary, to prevent structural damage. 

Moisture observed with IR Thermo Imaging Camera. Same area damage not or slightly noticeable  

 X Ã Ã Ã G. Doors (Interior & Exterior) 

Comments:  Opened and closed all doors throughout the house; no rubbing or 
slicking was observed.  

 X Ã Ã X H. Windows 

Comments:   

¶ The window at the front of the house has lost its seal.  This has resulted 
in condensation developing between the panes of glass and can cause 
the glass to loose its insulating properties.  The glass should be repaired 
or replaced. 

¶ The window is cracked at the rear of the house and should be repaired. 

¶ The window in the kitchen has lost its seal.  This has resulted in 
condensation developing between the panes of glass and can cause the 
glass to loose its insulating properties.  The glass should be repaired or 
replaced.  

 X Ã Ã X I. Fireplace/Chimney 

Comments:  Word burning only. 

¶ The fireplace damper in the living room is missing and should be 
replaced. 

¶ The rear wall of the fireplace firebox in the living room should be repaired 
for improved safety. 

Crack at rear of fire box   Missing damper  


